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effluents, dissolved materials in irriga-
tion return flows or other common
water pollutants. Unless specifically
noted otherwise, the term ‘‘solid
waste’’ as used in these guidelines shall
not include mining, agricultural, and
industrial solid wastes; hazardous
wastes; sludges; construction and dem-
olition wastes; and infectious wastes.

(cc) Source separation means the set-
ting aside of recyclable materials at
their point of generation by the gener-
ator.

(dd) Specification means a clear and
accurate description of the technical
requirements for materials, products or
services, identifying the minimum re-
quirements for quality and construc-
tion of materials and equipment nec-
essary for an acceptable product. In
general, specifications are in the form
of written descriptions, drawings,
prints, commercial designations, indus-
try standards, and other descriptive
references.

(ee) Stationary compactor means a
powered machine which is designed to
compact solid waste or recyclable ma-
terials, and which remains stationary
when in operation.

(ff) Storage means the interim con-
tainment of solid waste after genera-
tion and prior to collection for ulti-
mate recovery or disposal.

(gg) Virgin material means a raw ma-
terial used in manufacturing that has
been mined or harvested and has not as
yet become a product.

Subpart B—Requirements and
Recommended Procedures

§ 246.200 High-grade paper recovery.

§ 246.200–1 Requirements.
High-grade paper generated by office

facilities of over 100 office workers
shall be separated at the source of gen-
eration, separately collected, and sold
for the purpose of recycling.

§ 246.200–2 Recommended procedures:
High-grade paper recovery from
smaller offices.

The recovery of high-grade paper
generated by office facilities of less
than 100 office workers should be inves-
tigated in conformance with the fol-

lowing recommended procedures and
implemented where feasible.

§ 246.200–3 Recommended procedures:
Market study.

An investigation of markets should
be made by the organization respon-
sible for the sale of recyclable mate-
rials in each Federal agency and should
include at a minimum:

(a) Identifying potential purchasers
of the recovered paper through stand-
ard market research techniques;

(b) Directly contacting buyers, and
determining the buyers’ quality speci-
fications, the exact types of paper to be
recycled, potential transportation
agreements and any minimum quan-
tity criteria; and

(c) Determining the price that the
buyer will pay for the recovered paper
and the willingness of the buyer to sign
a contract for purchase of the paper at
a guaranteed minimum price.

§ 246.200–4 Recommended procedures:
Levels of separation.

A two-level separation is rec-
ommended for most facilities. This sep-
aration should consist of (a) high-grade
wastepaper and (b) all other waste. Fa-
cilities that produce large enough
quantities of waste computer paper and
cards to make their separation into a
separate category cost effective may
choose to implement three levels of
separation: (1) Computer papers, (2)
other high-grade papers, (3) all other
wastes.

§ 246.200–5 Recommended procedures:
Methods of separation and collec-
tion.

(a) Systems designed to recover high
grades of office paper at the source of
generation, i.e., the desk, are the desk-
top system, the two-wastebasket sys-
tem, and the office centralized con-
tainer system.

(b) With the desk-top system, recy-
clable paper is placed by the generator
in a container on his desk, while other
waste is placed in a wastebasket. With
the two-wastebasket system, recycla-
ble paper is placed by the generator in
one desk-side wastebasket, and all
other waste is placed in another. In the
centralized container system, large
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